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0.0 Purpose of This Document 

This documant Is intended to provide a detailed description 
of the CSYNCHR0N0US3 I/O Subsystem of the UCSD Pascal System <An 
asynchronous I/O Subsystem has yet to be fully defined at this 
writing. >. The document is intended primarily for use by persons 
implementing or maintaining the I/O Subsystem. It is NOT intended 
to serve as a user's manual for Pascal programmers. 

Please note that this is only a oreliminaru description of 
the level 2.0 I/O Subsystem. 

1.0 Introduction to the I/O Subsystem 

The UCSD Pascal System is constructed in a hierarchical 
fashion (see Figure 1.0). Most of the system is written and 
maintained in the Pascal language and is described as the "Pascal 
Level". As is discussed elsewhere, the UCSD Pascal compiler 
generates code for an idealized processor known as the p^^u^o- 
machine . This code (known as p^eytfo-^^ptjg or p-code) is 
interpreted at runtime by an assembly language program (known as 
the Interpreter ) which emulates the pseudo-machine. Due to the 
processor-independent nature of the p-code* it is possible to 
port the entire UCSD Pascal System to a new host machine by 
rewriting only the Interpreter. Besides emulating the pseudo- 
machine, native code is also used for some time-critical functions 
and for dealing with such machine dependencies as input/output 
devices The body of code which implements these non-emulatorg 
functions is called the Runtime Support P^<;kfqe (RSP). The 
portion of RSP responsible for communicating with I/O devices is 
known as RSP/ 10. 

Due to limited resources, it is our desire to maintain no 
more than one version of the interpreter for each processor. At 
the same time we face wide variations in the peripherals which may 
be encountered. Therefore, we at UCSD sought a scheme by which 
the code in RSP could be frozen while still allowing for different 
peripherals. The strycture which we have devised is conceptually 
similar to that used by Digital Research in their CP/M operating 
system for SOSO's and Z-80's. That Is. a standard interface has 
ire»n defined between the configuration- independent RSP/IO code 
anH a configuration- specific Basic ]^nputf/OMtpMt gMb?y?<f?<n 
(called BIOS) which performs the actual I/O. The semantics of a 
call to BIOS have been clearly defined as far as what the Pascal 
level needs to see. but BIOS is allowed to keep all sorts of hairy 
details (eg. track and sector numbers, sector interleaving) to 
itself. 



Page 1 



Thus we have the UCSD Pascal I/Si Hierarchu shown in 
figure 1.0: The Pascal user's I/O calls (eg. WRITELN. READLN, GET 
and PUT) are mapped by the Pascal compiler and operating system 
into calls on RSP (le. UNITREAD. UNITWRITE). RSP/IO itself calls 
BIOS which controls the actual device operations. It is important 
for the reader to recognize that we are here discussing a 
SYNCHRONOUS I/O system. In other words* when an I/O req.uest has 
been initiated by a Pascal programi control does not return to 
that program until the I/O operation is completed. It is 
anticipated that, eventually, a similar I/O system will be 
specified with asynchronous or "immediate return" capabilities, 
probably based on tbe asynchronous system now in use with UCSD 
Pascal on the PDP-11. 
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Figure 1.0 — Pascal I/O System Hierarchy 
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2.0 The Pascal Level: Unit I/O Procedures 



As mentioned above, all Pascal level I 
eventually mapped by the compiler and opera 
on a group of UCSD pre-declared procedures 
I/O procedures. The Pascal programmer may 
procedures directly or he may use standard 
such as READ, WRITE. ©ET and PUT. The exac 
mapping is accomplished do not concern us h 
procedures mvB not written 
code procedures comprising 
Package. The mechanism by 
next. 



in Pascal but, i 
the I/O section 
uihich they are c 



/O reqiuests are 
ting system into calls 
known as the unit 
call the Unit I/O 
Pascal I/O procedures 
t details of how this 
ere. The Unit I/O 
n fact, are the native 
of the Run-Time Support 
&lled is described 



2. 1 Calling the Next Level Down: RSP/IO 

All native code routines in RSP are called using the CSP 
(Call Standard Procedure) opcode, followed in the P-code stream by 
an unsigned byte containing the procedure number. To the Pascal 
user making direct calls to Unit I/O routines, they look like any 
other pre-declared procedure. If they actually were declared in 
Pascal, the declarations would have the following format (allowing 
a few illegitimate constructs such as optional parameters and 
variable length arrays). 

PROCEDURE UN I TREAD ( UNITNUMBER : INTEGER) 

^^ VAR DATAAREA : PACKED ARRAY CO. . BYTESTOTRANSFER-1 3 

OF 0. . 255i 

BYTESTQTRANSFER : INTEGER; 

CLOGICALBLOCK : INTEGER? 3 

C CONTROL : INTEGER] ); 

PROCEDURE UNITWRITE( <same> )i 

FUNCTION UNITBUSY( UNITNUMBER : INTEGER ) : BOOLEAN,- 

PROCEDURE UNITWAIT( UNITNUMBER : INTEGER >? 

PROCEDURE UNITCLEAR( UNITNUMBER : INTEGER} UINITPTR : ^IR )i 
(Note that UINITPTR is being introduced for the level 2 release. > 
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Remember that no such declarations actually exist in the 
system. They are intended to model the parameters passed and 
returned by the native code RSP/10 routines. Some of these 
routines avB useful only in an asynchronous environment; under the 
synchronous system described here they are mere dummies. 

2. 1. 1 Units and UNITNUMBERs 

The various physical devices of the UCSD Pascal System are 
numbered/ a fixed number being assigned to each device which the 
system is designed to handle. The formal parameter UNITNUMBER in 
the declarations above determines which of the Pascal physical 
units the operation is intended for. Thus the Unit I/O procedures 
are device-transparent to the Pascal programmer — the same 
procedure will deal with any of the physical units. Figure 2. is 
a list of the unit numbers associated with each physical unit. 
The meaning of the other parameters is discussed in section 3 of 
this document, the section dealing specifically with RSP/IO. 

ynitnufflber Volume name 

<must not be used> 

1 CONSOLE 

2 SYSTERM 

3 <no current assignment> 

4 diskO 

5 disk! 

6 PRINTER 

7 <no current a8Signfflent> 

8 REMOTE 

9 disk2 

10 disks 

11 disk4 

12 disks 

Figure 2.0 — Unitnumbers 

2. 1.2 CONTROL Parameter 

The CONTROL parameter to UNITREAD and UNITWRITE is a word 
used to pass special information to RSP/IO and BIOS regarding 
the handling of the I/O request. The format of the CONTROL word 
is shown in Figure 2. 1. 



Page 5 



MSB 15 



} (un-assigned) 



JL 



^ 



X 



i PllVSGECT i MOOPCe i 



Q LSB 



ASVHC 



Sector Mode" for disk I/O. 



3-15 is ignored. 
1 Implies "Physical 

1 implies "no special character handling", 
ie. no DLE expansion or LPs appended to CRs. 
ASYNC (bit O) is ignored in this implementation. 



The contents of bits 
PHYSSECT <bit|#) 
NOSPEC <bit^) 



Figure 2. I — CONTROL word format 



2.2 lORESULT and Completion Codes 

At times/ an I/O request will terminate abnormally. To 
detect such occurence*! UCSD Pascal offers the predefined function 
lORESULT lORESULT returns an integer value describing the status 
of the last I/O request. The value of lORESULT is set as follows: 

Each call to UNITREAD, UNITWRITE or UNITCLEAR will cause a 
"completion code" to be set in the SYSCOM data area CSYSCOM (for 
SYStem COMmunication area) is the one and only data space directly 
accessible by both the Pascal Operating System and the 
Interpreter. 3. Programmers may test the completion code by using 
lORESULT. 



The standard completion codes for release 
UCSD Pascal System are given in figure 2.2. 



level 2. O of the 



Page 6 



Code Meaning 

O No error 

1 CRC error 

2 Illegal unit number 

3 Illegal operation on unit 

4 <no longer used> 

5 . Loat unit.- unit no longer on line 

6 ] Lo»t file; file name no longer in directory 

7 Illegal file name 

Q No roomi insufficient space on disk 

9 ', Unit not on line? no such volume on line 

10 ! . ! . ! No file# no such file name in directory 

11 Duplicate file 

12 Not closed/ attempt to open an open file 

13 Not open; attempt to access a closed file 

14 Bad formati error reading real or integer 

15 Ring Buffer CJverf low 

16 Write protect.- write attempt to protected disk 

17 Illpgal block number 

la Non-zero byte count (in physical sector mode) 

19 Invalid UIR settings 

Codes 100 through 199 are reserved for non-predefined, device- 
dependent errors. 

Figure 2.2 — I/O Completion Codes (Level 2.0) 

2.3 Logical Disk Structure 

The UCSD Pascal system views the disk as a zero-based linear 
array of 512 byte logical blocks . All UCSD Pascal disks have 
this logical structure, regardless of their physical format. The 
physical allocation units of a disk are commonly known as 
sectors and vary widely in size depending on the hardware. The 
BIOS is responsible for mapping the logical structure of a Pascal 
disk onto the physical structure of the device, i.e. mapping 
logical blocks onto physical sectors (see section 4. S. 3. I). 
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2.3.1 Physical Sactor Mode 

To provide •nhanc«d flexibility for systems prograjnming at a 
machine-specific level, a mechanism has been providews for 
directly accessing the physical sectors of the disk. When the 
PHYSSECT bit of the CONTROL word is set on a call to UNITREAD or 
UNITWRITE involving a disk unit# the I/O is performed in 
phusical sector mode . This has the following effects: 

(1) The parameter LOGICALBLOCK is interpreted by the BIOS as 

Phusical aasLlar. EmmJuLL cpsn>. 

(2) The parameter BYTESTOTRANSFER must be zero or an error 
will be flagged. The actual number of bytes transferred 
is e(iual to the physical sector size. 

2.3.1.1 Physical Sector Numbers 

Typically, the physical sectors of a disk avB addressed by 
specifying both track and sector numbers. That is. the disk is 
viewed as an arrau al tracks where each track is an array 
flf. sectors . If this data structure were declared in Pascal, 
it would look like this: 

type 

BYTE - 0. . 25Si 

SECTOR » array CO. . <BYTES_PERJSECT0R-1 ) 3 of BYTE; 

TRACK = array CI. . SECT0RS_PER_TRACK3 of SECTOR; 

DISK » array CO. . <TRACKS_PER_DISK-1 )3 of TRACK.- 

(Note that we *rte using the convention that track numbers are 
zero-based but sector numbers start from one. ) 

We can convert the type DISK into a linear array of SECTOR as 
fallows: 

*^''* DISK -array CO. . (TRACKS_PER_DISK»SECT0RS_PER_TRACK>-13 of 

SECTOR! 
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We use this linear representation for addressing the disk by 
physical sector number (PSN). The relations between the PSN and 
track and sector numbers are: 

PSN « (TRACKJMUM*sectors_j>er_track)+SECTOR_NUM-lJ 
TRACK NUM = PSN div sectors_jjer_tracki 
SECTOR_NUM = (PSN mod sectors_per__track ) + l; 

2.3.1.2 Physical Sector Size 

Any physical sector size may be accomodated. An I/O request 
in physical sector mode simply causes a faii sector to be 
transferred. The Pascal programmer is responsible for ensuring 
that the data area is at least large enough for one physical 
sector. 

Programs written using physical sector mode are not expected 
to be portable to different disk hardware without some 
modification. 
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3.0 The Interpreter Level: RSP/IQ 

This section provides details of the design and operation o* 
the Input/Outpot division of the Runtime Support Package (RSP/IQ). 
While the design itself is processor and hardware independent, it 
is intended to be realized in native code. Thus the final product 
will be processor-specific but still independent of the exact 
peripherals used. 

3. 1 Calling Mechanisms 

Here are the details of how each routine in RSP/IO is called 
bu the Pascal level. The level of detail is intended to be such 
that an implementor of RSP will know how to get parameters off the 
stack when RSP is called and how the stack should look when RSP 
returns. The detailed semantics of each routine are discussed in 
section 3. 2. 

3.1.1 UN I TREAD and UNITWRITE 

PROCEDURE UNITREAD( UNITNUMBER : INTEGER) w^^«^„^„*K.,.«ro *-, 

VAR DATAAREA : PACKED ARRAY CO. . BYTESTOTRANSFER-13 

OF O. . 25S; 

BYTESTOTRANSFER : INTEGER i 

CLOGICALBLOCK : INTEGER* 1 

CCONTROL : INTEGER! 

)i 

PROCEDURE UNITWRITE( <same> )i 

3. 1. 1. 1 Parameter Description 

— UNITNUMBER has been discussed in section 2. 1. 1. DATAAREA is 
th» user's buffer to or from which the data will be transferred. 
Describing it as a VAR parameter signifies that UNITREAD and 
-UNITWRITE aro passed a pointer to the start of the data MTBa. The 
Pascal programmer will call. say. UNITWRITE with an aZJiaaL 
element, eg ACa3. as the actual parameter. Thus the procedure is 
provftUd with the c;tartino address for the transfer. For byte- 
oriented units, the address of the start of the data mrwa may or 
may not be on a word (16 bit) boundary. In the case of block- 
structured Cdisk) units, however, it is only defined in the case 
that it is, on a word boundary; that is. a Pascal programmer must 
not allow actual parameters which reference non word-aligned 
bytes to occur when transferring to/from the disk. This is to 
avoid restricting block-structured units to byte-by-byte 
transfers. 
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starting with the 2.0 r«leaae level/ byte addresses such as 
that described above are represented as an address coupXe-i 
consisting of a word base address and a baJbg. <f9f^f%. On 
(rrocessors which use byte addressing* the effective address is 
computed by simply adding the base and offset* since both 
quantities are in bytes. For processors using word addressing, 
the effective address is computed by indexing byte-wise from the 
base address (always toward higher locations). 

NOTE: For release level I systems, the data area address is 
represented by a single word* i.e. by a simple byte address rather 
than an address couple. 

The third item in the READ or WRITE parameter list. 
BYTESTOTRANSFER contains the number of bytes to move between the 
user's data area and the physical unit. 

Two optional parameters follow for UNITREAD and UNITWRITE: 
LOCICALBLOCK and CONTROL. If not specified by the Pascal 
programmer, the compiler will assign them both the default value 
rero LOGICALBLOCK is only relevant for block structured unitsj 
as discussed in section 2.3, it specifies the Pascal logical block 
to be accessed. The CONTROL word has been discussed in section 
2. 1.2. 
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3. 1. 1.2 Parameter Stack Format 

UNITREAD and UNITWRITE receive their parameters on the 
evaluation stack in the following order (each box represents a 16- 
bit (quantity): 



++++ J /<///////////// S <- 



Unit Number 



Word Base 



Byte Offset 



Byte Count 



: Block Number 



J Control 



.^^_ « 



(uhen finishedi SP 
points here) 



(The stack shown here 
grows down) 

SP 



Figure 3.0 — Stack state on entering UNITREAD or UNITWRITE 

Like ordinary Pascal procedures, these RSP routines pop 
their parameters from the stack when they are finished, 

3. 1.2 UNITBUSY 

FUNCTION UNITBUSY < UNITNUMBER : INTEGER ) : BOOLEAN 

On implementations supporting asynchronous I/O. this function 
tests whether the specified unit is busy or not and returns the 
boolean result as the function value. On the totally synchronous 
system that we are describing, UNITBUSY should always return 
false Figure 3. 1 illustrates the stack states before and after 
calling UNITBUSYs notice that the stack pointer does not change. 
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\ //f//////////// \ 

x \ 

\ Unit Numt>9r !< SP > 



/////////////// 



false ( 0> 



before after 

Figure 3. 1 — Stack state before and after UNITBUSY 

3. 1.3 UNITWAIT 

PROCEDURE UNITWAIT( UNITNUMBER : INTEGER >i 

Like UNITBUSY. UNITWAIT is only useful in an asynchronous 
environment. It is intended to kill time until the designated 
unit becomes not busy. In a synchronous system. UNITWAIT is 
essentially a no-op since no unit should be busy unless a read or 
write request is pending. The single parameter is on top of stack 
when the procedure is called and is popped off before the 
procedure returns. The use of the stack is illustrated in Figure 
3. 2. 



++4-+ 



!///////////////{ 



3P >} /////////////// '. 



Unit Number !< SP 



<empty> 



\ 



i 



before after 

Figure 3.2 — Stack state before and after UNITWAIT 

3. 1. 4 UNITCLEAR 

PROCEDURE UNITCLEAR ( UNITNUMBER : INTEOERi UINITPTR : 'HJIR )i 

The purpose of UNITCLEAR is implied by its name: it restores 
the specified unit to its "initial" state. In an asynchronous 
system, this implies cancelling any pending I/O operations. In the 
synchronous environment with which we are concerned here, xt is 
useful for initialiring the RSP and BIOS routines concerned with 
that unit. The two parameters, UNITNUMBER and UINITPTR are, 
respectively, the number of the unit to be initialized and a 
pointer to a yjiiiL Ini.1f^#lU#ti,gn. R e gord (UIR) containing 
unit-specific initialization values. The structure of the UIR may 
vary depending on the type of unit. 
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If the valu© of UlNITPTR is niJL then RSP/IO must provide a 
pointer to a default UIR. The pointer is then passed to the BIOS. 
A Pascal representation of the UIR structure is shown in Figure 
3.3. This corresponds to a 28-by1;e physical structure. The 
structures of the various cases are diagrammed in Figure 3.4. An 
ava of six bytes has been reserved for future use. Note that 
RSP/IO must set UBREAKVECTOR <in the case UNITKIND « UCQNSOLE), 
regardless of the contents of that field assigned by the Pascal 
system. In practice, the Pascal programmer will leave 
UBREAKVECTOR uninitialiied, knowing that only the interpreter 
knows the address of the BREAK-handling subroutine. 

Correct interpretation of this Pascal representation requires 
the knowledge that, in UCSD's implementation, the values 
used to represent the values of variables of scalar types such as 
unit_type5 are zero-based starting from the left. Thus a variable 
of type unit_types having the value uconsole actually has the 
value zero, one means uprinter, two means uremote and three means 
ublocked. The implementation is similar for all other scalar 
types. 

type 

unit types = (uconsole. uprlnter. uremote. ublocked)} 
baud types » (b 110. bj300. b_600. b_1200. b_2400. 

b_4800, b_9600. b_19200. b_autosense. brother)! 
par4ty__types = (p_even. p_odd. p_none); 
stp_bit_types « (s_one. s_oneandhalf » s_two)j 

uir = record 

case UNITKIND : unit_types of 
uconsole. 
uprinter. 
uremote : 

(UDATABITS : integer.- 
USTOPBITS : stp_blt_types; 
UBAUDRATE : baud_typesi 
UPARITY : parity_types.- 
USPECIAL : integer* (» Used with brother *) 

(» Future use area ♦) 
UFUTURE : arraq CO. . 23 of integer? 
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26 

26 

24 

22 

20 

18 

16 

14 

12 

10 

8 

6 

4 

2 





case UNITKIND of 




uconsole: 




(U8TARTST0P : 


char; 


UFLUSH 


chari 


UBREAK 


char) 


UALPHALOCK : 


Chan 


UBREAKVECTQR 
)J 
uprint«r: 


: -^integer} 




(USTARTSTOP : 


chari 


UFLUSH 


char; 


UPAOELINES : 


integer) 


(♦ ublockvd needs none *) 


end; C» case record type 


uir *> 



Figure 3.3 — Sample UIR Declaration 



UBREAKVECTQR 
UALPHALOCK 



ViRgAK 



i UPACELIh4ES 



yfuvsH 



.! i^JJELmL 



USTARTSTOP 



(reserved I 
for future I 
use) I 



UPARITY 



^^AUDRATE 



ggTQp^tTg 



gpATAJTTg 



Uftt^T^INQ 



USTARTSTOP 



(reserved 
for future 
use) 



USPECIAL 



UPARITY 



UBAUDRATE 



USTqPB^TS 



UDATABITS 



UNITKIND 



(reserved 
for future 
use) 



ygp^g^/M^ 



UPARITY 



UBAUDRATE 



USTQPBITS 



WATABITg 



UNITKIND 



uconsole 



uprlnter 



uremote 



Figure 3. 4 — UIR Physical Structure 

When RSP/IO is passed a nil UINITPTR, it should provide the 
BIOS with defaul't UIR's having the values shoun in Table 3.0. 
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console 



printer 



remote 



disk 



UNITKIND « 




(» uconsole *) 


UDATABITS - 8 




(* eight ») 


USTOPBITS » 1 




<* one and a half ♦> 


UBAUDRATE » 6 




<♦ bj?600 ♦> 


UPARITY = 2 




{* p_none *) 


USPECIAL » 




(* not needed *> 


USTARTSTOP » 


19 


<» DC3 ») 


UFLUSH « 6 




<* ACK ♦) 


UBREAK » 




(* NUL »> 


UALPHALOCK « 


18 


(« DC2 ») 



UBREAKVECTOR » Address of Break Subroutine 



(» uprinter *) 
(* b_300 «> 



UNITKIND « 1 

UDATABITS « 8 

USTOPBITS « 1 

UBAUDRATE = 1 

UPARITY » 2 

USPECIAL » C* not needed «> 

USTARTSTOP » 19 <« DC3 ♦) 

UFLUSH « 6 <♦ ACK ♦) 

UPAGELINES » S8 (* IX in. i & lpi» 4-line margins ♦> 



<* uremote ♦) 



UNITKIND « 2 

UDATABITS » 8 

USTOPBITS » I 

UBAUDRATE « 6 

UPARITY » 2 

USPECIAL » (» not needed •) 

UNITKIND » 3 <♦ ublocked ♦> 

Table 3.0 — Default UlR Values 



3. 2 Semantics 

— This section will detail the processing to be performed bv 
RSP/IO The primary function of RSP/IO i« to manage call» to 
BIOS In th» ca«e of disk I/O, for example, RSP does little 
except call BIOS to do all' the work. Secondarily. RSP/IO is 
responsible for handling certain sprecial functions which shall 
ire-Tl«8cribed here. Appendix A contains a Pascal realrzation of 
RSP/IO which should be considared the most precise reference for 
the semantics. 
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3.2.1 Special Character Handling on Output 

Output to the printer, console or remote units most be 
massaged to properly handle Blank Compression Codes and CR's. 

3.2.1.1 Blank Compression Code <DLE's) 

The UCSD Pascal System supports text files containing a two- 
byte blank compression cod«. It is the responsibility of RSP/IO 
iro decode the blank compression code and send an appropriate 
number of blanks. Th« first byte is an ASCII DLE (decimal 16) 
wfrich signals that the next byte should be interpreted as being 
the <number of blaaks to be sent>+32. Thus the next byte 
following the DLE should be processed by subtracting 32 from its 
value and sending that number of blanks. 

3. 2. 1. 2 Carriage Return - Line Feed 

Text files contain ASCII CR's (decimal 13) at the end of 
lines. We define this character as meaning "New Line", ie. a 
carriage return followed by a line feed. Thus it is the 
responsibility of RSP/IO to send an ASCII LF (decimal 10) after 
sending each CR. 

3.2. 1.3 NOSPEC Bit in CONTROL Parameter 

When this bit is set. the special handling accorded DLE's and 
CR's is shut off and they are sent out like other characters. 

3.2.2 Special Character Handling on Input 



There are several characters which will recieive special 
treatment comijig from the console in a complete implementation of 
this I/O system. All but one of them, however, are handled by th* 
BIOS. The one which is handled in RSP/IO is the unit EOF 
character. 
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3.2.2.1 Unit EOF Character 

The console EOF character, Mhen received from the keyboard, 
printer or remote ports, signals that "end-of-*ile" has been 
reached on that particular unit. Rather than being a fixed ASCII 
code, this is a "soft character". That is. the exact character 
code which will be interpreted as "Console End-Of- File" may be 
changed during systam execution by the Pascal user. Further 
d^iscussion of the soft characters used by the I/O Subsystem may be 
found in section 4.4. The EOF character is in the SYSCOM data 
area and must be accessed by RSP/IO to determine what character to 
look for. When the EOF character is found in the input stream, 
the action to be taken depends somewhat upon which unit was 
referenced. If we are reading from unit 1 <CONSOLE). then a null 
< character code > is returned to the user's buffer instead of 
tire EOF character. For all other units, the EOF character is put 
in the user's buffer. In either case, no further characters are 
^Transferred to the bufferi control immediatiy returns to the 
Pascal level. Further details are in Appendix A (procedure 
READBYTES). 

3.2.2.2 BIOS Functions 

Of the remaining special input characters. START/STOP. 
FLUSH. ALPHAU3CK and BREAK, two (ALPHALOCK and BREAK) are used 
only for input from the console, not from the printer or remote 
ports. The other two (START/STOP and FLUSH) may be handled from 
both console and printer, but not from remote. They are handled 
by the BIOS and are described in section 4.5.1.4. 

3.2.2-3 NOSPEC Bit in CONTROL Parameter 

As in 3.2.1.3 above, when this bit is on. the special 
ciiaracter handling performed by RSP/IO is turned off. This 
includes the EOF sensing function described above. It does not 
affect the BIOS functions. 

3.3 Modelling RSP/IO Using Pascal 

As the reader will notice in Appendix A. a Pascal program has 
be«n written which performs all special character handling 
reouired and calls BIOS with the specified parameters. While no 
version of the UCSD Pascal System has been implemented using this 
Pascal code for RSP/IO. it could be done. 
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Our real intention in providing this program is to provide a 
precise specification of the RSP/IO requirements to those who must 
imfrlefflent it in native code. It is possible to translate the 
Pascal into assembly language and produce an implementation that 
is quite efficient if the implementor is not too literal-minded. 
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4.0 The Hachine Level: BIOS 

As explained in section 1.0. the Basic Input/Output Subsystem 
is responsible for providing the actual access to I/O devices. 
Both the design and implementation of the BIOS is specific to a 
given processor and I/O configuration. In this section uie will 
attempt to specify tha nature of BIOS in sufficient detail for an 
experienced programmer^ in cooperation with I. I. S personnel/ to 
write the code for a given processor and set of peripherals. 

The general scheme discussed below uses vectors from RSP/IO 
to BIOS subroutines for reading, writing and initializing. The 
eract vector scheme and means of passing parameters must be worked 
out separately for each processor. Arrangements that have already 
been worked out for certain processors are given in Appendix C. 



4. 1 Design Goals 

The speed of the BIOS code is generally of small significance 
compared to the speed of the I/O devices which it serves. When 
peripherals are changad, which may occur frequently, it will often 
irove that only minor changes nead be made in an existing BIOS to 
service the new hardware. Also, since BIOS is core-resident, each 
byte it occupies is one less available to the Pascal user. For 
these reasons, we suggest that major design goals be (1) compactness 
and (2) clarity. 

Like the rest of the Interpreter, the BIOS should be ROM- 
able Obviously it will also require access to some RAM. It 
sliould be possible to easily change the addresses involved using 
some equates and thus reassemble the BIOS for a given memory 
configuration. 
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4.2 Completion Codes 

All read* write or initialization calls to BIOS most return a 
byte to RSP containing status in-formation on the l/d request just 
serviced. The value of this byte is the "completion code" 
discussed in section 2.2. Most of the standard completion codes 
listed in 2.2 are not relevant to BIOS — they are returned by the 
Pascal Operating System for file errors and the like. The 
following errors can be returned by BIOS: 

No mvTor 

I CRC error 

3 Illegal operation on unit 

9 Unit not on line 

16 Write attempt to write-protected disk 

17 Illegal Block or Sector number 

19 Non-zero byte count (physical sector mode) 

19 Error in UIR 

All other errors are considered hardware-dependent. For 
Irhese BIOS should return codes in the range 100. . 199. The 
selection of appropriate codes is left to the BIOS writer. 

Note that any UNITS NOT IMPLEMENTED must arrange to return a 
completion code of 9 ("Unit not on line") when an attempt is made 
to initialize or use them. 

4.3 Calling Mechanisms 

In this section we discuss the parameters req.oi^e«l i" *he 
BIOS calls for each unit. Each unit has three BIOS calls 
associated with it: READ. WRITE and INIT. Each unit has varying 
needs for information associated with these functions. Remember 
that ALL calls most return the completion code byte. For a 
sommary of the BIOS calling re<iuirements. see Appendix B. 

4. 3. 1 Console 

Only one parameter is needed for reading and writing, 
containing the data byte to be transferred. Initialization of the 
inmiiole BIOS requires that the identity of a number of special 
control characters be provided tn the UIR. as well as serial line 
iiiirerface settings and a BREAK vector. Th^e details o-f handling 
these special characters avB discussed in section 4.5.1.5. 
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4. 3. 2 Printer 

A single parameter is passed: a byte containing the data read 
or written. Initializing the printer requires the serial line 
interface settings in the UIR. Optional use mat) be made of the 
UIR field UPAOBUINES which specifies the number of lines to be 
printed per page. If UPAGELINES » O then no page breaks should be 
made by BIOS. 

4.3.3 Disk 

The calling mechanism for disk units requires five parameters 
for reading and uiriting: (1) a starting logical block number as 
described above. <2) a count of the number of bytes to transfer 
(unsigned 16 bits, ie. to 64K), (3) the address of the data area 
to transfer to or from^ (4) a drive number (O. . n-1, given n 
drives. Currently n«6 is assumed) and (3) the CONTROL word. It 
sirould be noted that, in the case of disk I/O. the data area 
address is guaranteed to be on a word boundary (even byte address) 
and the number of bytes to transfer will always be even. On 
initialiiation. the UIR is empty. 

4. 3. 4 Remote 



The remote unit requires a single parameter for reading and 
wr^iting: a byte containing the data being transferred. When 
initializing the remote unit, the UIR contains serial line 
interface settings. 

4. 4 Character Codes 

The U, C. S. D. Pascal system assumes that the printer and 
rontole units will support the use of ASCII printable characters 
and a few standard control codes <CR, LF. SP. NUL and BEL). The 
rwmaTning control codes which may be useful (eg. cursor 
positioning and screen erasure) are "soft" character* which may be 
changed by the Pascal user (by running the SETUP utility) to suit 
tlie requirements of his current hardware. The reason for 
inflicting these hardware dependencies upon tha Pascal level is 
the Simple fact of life that terminals use control codes which 
vary Widely and we want to be able to change terminals without 
installing a new BIC». The basic issue is one of mapping logical 
control symbols into the control codes recognized by the hardware. 
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Supposs. for exampl«i that there is pre-declared procedure 
CURSORBACK which causes the cursor on a screen terminal to move 
left one column. Somewhere in the system. CURSORBACK must cause a 
control code to be sent to the terminal which will cause the 
desired response* whether it '» control-U# contral-H or an escape 
sequence. One way to do this would be for the Pascal level to 
emit a standard code which the BIOS then translates into whatever 
is correct for the current terminal. This has the disadvantage of 
requiring a new BIOS for every slightly different terminal. The 
approach which we have taken sees to it that the corract code is 
sent to BIOS for the current terminal on line. The details of how 
this is done aT9 irrelevant to the I/O Subsystem and are elsewhere 
in the UCSD Pascal System documentation. 

Due to the capability of many devices to make use of eight- 
bit control codes, the Pascal system makes no assumptions as to 
the relevance of the high-order bit and transfers the whole byte 
f^aithfully. When using Cseven-bit3 ASCII, the value of the hlgh- 
ortfer bit is defined to be zero. In other words, the code for the 
xlraracter 'A' must be 63 (decimal) rather than 193 (or 41 hex 
ratber than CI. if you prefer). This has the effect of requiring 
BIOS to return ASCII codes with the high-order bit off for all the 
standard characters. 

RSP will be sending both upper and lower case characters to 
BIOS. Thus for upper-case-only display devices that do not 
display lower case codes as upper case, BIOS must map lower case 
into upper case. 
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4. 5 Semantics 



4. 9. 1 Console 



Here ue discuss the re<iuired and optional features of the 

console device. The console device is assumed to be a CRT 

terminal in the following discussion, although a typewriter device 
may also be used. 

4. 5. 1. 1 Output Requirements 

As noted in section 4.4, uie depend on the action of certain 
ASCII control codes. These are the minimum requirements for a 
console device: 

CR <carriage return> (hex OD) — Move cursor to the beginning 
of the current line (column O). 

LF <line feed> (hex OA) — Move cursor to the next line down 
while the column position remains the same. Starting from any 
btft the last line on the screen, the contents of the screen should 
Twmain the same while the cursor moves downward. If the cursor is 
on th» last line when the LF is issued, it should remain m the 
trame position while the rest of the display scrolls upward one 
line and the bottom line clears. 

BEL <bell> (hex 07) — If an audio signal is available, it 
should be sounded. If one is not available, the terminal should 
do nothing. The delay time required while doing nothing is not 
significant. 

SP <space> (hex 20) — Write a space at the current cursor 
position (erasing whatever is there) and advance the cursor 
jrosltion by one column. I-f the cursor is already at the last 
ffosition in a line, the position of the cursor after the 8P is 
undefined. We prefer that the cursor remain in its prior position 
tnthis case. If the cursor is in the last column of the last 
1-tne on the screen, not only l» the position of the cursor 
oTiitef^ined after the SP, but so is the state of the screen: maybe 
tt scrolled and ma^jbe it didn't. As above, we would prefer that 
the cursor remain where it was and that the screen not scroll. 
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NUL <nuH> < 00 ) — Oelai} for the time required to write one 
character. The «tate of the console should not change. 

^nu printa ble character —Same as the discussion for SP» 
except* of course, write the character and not SP! 

Note that the effect of sending non-printable characters 
other than those described above to the screen BIOS is not defined 
since it is known to vary from terminal to terminal. 

4. 9. 1.2 Output Options 

The following set of cursor and screen functions should be 
provided if possible, however they are optional in the sense that 
almost all major functions of the UCSD Pascal System will still be 
available if they av nat provided. The control characters or 
s^equences of characters wl»ic<i provide these functions are left 
unspecified for the reasons described in section 4.4. 

Reverse Line Feed : Move the cursor to the next line higher 
on the screen without changing column or the other contents of the 
srreen If the cursor is already on the top line, the result i« 
undefined. If possible, the screen should reverse-scroll in such 
a case, or if that is not feasible, the cursor and screen should 
just remain as they were. 

M^n-destructive Fortn ard and Backward Space: Move the cursor 
in the direction indicated without changing the contents of the 
screen (ie. move it non-destructively ). The position of the 
cursor is undefined if an attempt is made to move it beyond the 
end of a line. The preferred result is that cursor and screen 
remain unchanged in such a case. 

(^ursor HOME : Move the cursor to the upper left-hand corner 
of the screen without changing the other contents of the screen. 

Cursor X.v PQSITIQNINQ : Move the cursor to some absolutely 
determined row and column without disturbing the contents of the 
scrrefl. The result is undefined if an attempt is made to move the 
cursor to a non-existent position. 
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^pASE TO ^9 OF SCREEN : Erase from the cursor position to 
the end of the screen, leaving the cursor where it started and the 
other contents of the screen undisturbed. 

ERASE TO END OF LINE : Erase from the cursor position to the 
end of the current line, leaving the cursor where it started and 
the rest of the screen undisturbed. 

4. S. 1.3 Input Reauirements 

Input from the keyboard should h«3T be echoed to the screen by 
eras; this function will be handled bt| RSP/IO. Keys which 
represent ASCII characters should generate eight bit codes between 
O atid 127. Problems were encountered with an implementation in 
which an early form of BIOS returned ASCII with the high bit set 
<ie between 128 and 239). In that instance, the high bit had to 
be turned off by RSP/IO before the character was used. Other Cnon- 
ASCII. eg. special function! keys can generate codes between 128 
and 2S5 if desired. 

4.5.1.4 Input Options 

If possible, we recommend that, the console input BIOS be 
responsible for the following special functions: 

4. 5. I. 4. 1 START/STOP 

The START/STOP character is used to control console output. 
VJhen START/STOP (a soft character) is received, console output is 
suspended until (a) another START/STOP character is received or 
<i») flie BREAK character is raceived. Action to take in the latter 
case is diicussed batow. Should the former case occur, the 
sirspinded activities should resume exactly as they left off. The 
chief benefit gained through this arrangement is to enable 
the user to suspend console output processes which arm proceeding 
f^asUer than he would liku e.g. a text file scrolling across the 
»trr«n at 9600 baud. T*a suspension process takes place wholly 
within BIOS and requiras no communication to RSP. Note that the 
aueueing of keyboard input should continue during the suspension. 
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4. 5. 1.4.2 FLUSH 

FLUSH is another soft control charact»r> whan FLUSH is typad> 
the console output BIOS throws auiay all output characters (ie. 
does not display them now or ever) until FLUSH is typrfd again, 
input is requested from the console BIOS or the console BIOS is 
reinitialized. This feature is useful when a long textfile is 
being displayed on the console and you're tired of looking at it. 
Push FLUSH and it terminates rather <iuic*ly. It is also useful 
when a process is generating console output which significantly 
slows the rate at which the process proceeds. 

4. S. 1.4. 3 ALPHALOCK 

Keyboards supporting both upper and lower case characters 
should have an alpha-lock facility; something which causes all 
alphabetic keys to generate upper case without shifting the other 
teys. If the hardware does not support such a feature (ie. an 
alphalock key), it should be done by BIOS. It should be 
implemented as a "toggle" controlled by the ALPHALOCK soft 
character. 

4. 5. 1. 4. 4 BREAK 

The remaining special chara<:ter to watch for is BREAK, also a 
soft character. When BREAK is typed, the console input BIOS 
should immediately give control to a special RSP routine. The 
vector to this special routine will he passed at console 
initialization time. Note that receipt of BREAK should terminate 
any START/STOP suspension pending. 

4. 5. 1. 4. S Type-Ahead 

When non-special <ie. not described in the section above) 
characters are received from the keyboard with no read request 
pending, they should be queued until the next read request, which 
sfrould be serviced from the queue. When characters in excess of 
the maximum queue size mrm received, they should be ignored and 
-the queue remain^ intact.. While a type-ahead of even one 
character is better than none at all, we recommend a minimum queue 
capacity of about 20 characters, up to a maximum of about 80. If 
p^oYsible the bell should be sounded for each character entered 
from the keyboard after no room remains in the queue. 
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When operating with a keyboard that is not interrupt-driven* 
it i« possible to provide type-ahead by polling the console status 
at strategic locations elsewJiere in the BIOS. This will work 
fairly well if the current process is spending a lot of time doing 
I/O, however characters may well get lost. For this reason we 
suggest that only the BREAK character be sensed in this manner. 
Complete type-ahead may be done this way at the user's own risk. 

4.5.1.9 Initialization 

Initialization of the console BIOS will make use of the 
information in the UIR for several purposes: 

(l> Serial UJIS. ^n^erf^c^ Settings — If the serial 
line interface hardware provides software-selection of any of its 
parameters, they should be set in accordance with the UIR. 

(2) Soft Control Character Recoqn^tiqn — The BIOS 
should use the character codes in the UIR to set the control 
characters it is sensitive to. 

(3) BREAK Vector — The UIR contains the address of the 
Interpreter subroutine which will recover from user BREAK 
requests. 

The structure of the console UIR is shown in figure 3.4. 
Initialization should also cause any START/STOP and FLUSH flags to 
be cleared and any characters currently in the type-ahead queue to 
be discarded. 

NOTE that the console display should remain unchanged after 
console initialization. Specifically, the BIOS should NOT issue a 
clearscreen during initialization. The Pascal system is 
responsible for issuing cloarscreens when needed. 

4, S. 2 Printer 

The Printer unit is conceived of as being a line printer or 
other hardcopy device. Any ASCII display device may be used in 
actuality. 
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4. 9. 2. I Output R««iuir«ments 

In order to serv« th« widest variety of hardcopy devicesi 
RSP/IO does not buffer a line of text and send it all at once. 
Rather it sends the printer BIOS a single character at a time. 
Since some line printers must buffer a line and then print it all at 
once, this becomes a BIOS re<iuirem«nt if such a device is to be 
served. Thosi in order to determine when a line is finished, the 
BIOS must recognize certain line delimiter characters. These 
characters may have additional meaning besides just being line 
delimiters. They are summarized: 

\„l^^ Qql^ffl^^grft, 

Ctt <:carr^aoa return> (hex OD) — Print the line. An 

automatic line feed should NOT be done. If the hardware requires 

that a line feed be performed, then if the next character is a 
line feed it must be ignored. 

I F -fline feed> (hex OA) — In normal operation. RSP/IO will 
only send LP's to BIOS imroediatly after a CR. Should a LF be sent 
itfhich is NOT preceded by a CR. it must be interpreted as a line 
delimiter. If the hardware allows a simple line feed to be 
performed (without a return) then this should be done. If. as 
would be the case with a line printer, a complete "new 
line" operation (return and line feed) is all that can be done, 
then this may be allowed. 

Ff <-form faed> (hex OC) — The printer should advance the 
paper to top-of-form if possible and perform a carriage return. 
If no such feature is available, the printer may execute a "new 
line" operation, ie. a return followed by a line feed. 

4. 5. 2. 2 Input Requirements 

The printer is allowed to talk back to the Pascal system in 
much the same way as the console or remote units. The printer 
BIOS may watch for START/STOP or FLUSH control characters coming 
from the printer if desired. 
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4.5.2.3 Initialization 

Initialization of the printer should make sure that it is 
ready to print at the beginning of a blank linei thus a "new line" 
(return and line feed) operation rfiau be in order. Any 
characters which have been buffered but not printed are lost. It 
is not desired that the printer perform a form-feed each time it 
is initialized. 

4. 9.3 Disk 

4.5.3.1 Mapping Logical Blocks onto Physical Sectors 

4. 5. 3. 1. 1 Interleaving 

A primary function of the disk BIOS is mapping the 512 byte 
Pascal logical blocks onto one or more physical sectors of some 
arbitrary size (See section 2.3). In the simplest possible 
scheme* the disk has 5^12 byte sectors and logical block numbers 
are identical to physical sector numbers. The most common 
situation (IBM format floppy disks) finds us with 128 byte 
p1»yslcal sectors. Here, the simplest mapping would establish the 
correspondence betyween a logical block and four consecutive 
sectors. Due to limitations in disk hardware, however* it is 
aoite common to interleave "logical sectors" on the disk. 

When Interleaving is usedi the disk driver, when asked for, 
say eight consecutive sectors, may actually transfer sectors 
1, 3, 5, . . . , 15. Since the same interleaving algorithm is used for 
both reading and writing, the interleaving is transparent to the 
user (until he tries to use his disk on a system using different 
interleaving!). The advantage in using interleaving is that the 
hardware may not be fast enough to pick up physically contiguous 
sectors on a single disk revolution, but, with an appropriate 
interleaving algorithm, will be able to pick up sectors that are 
]Looieallu contiguous, though not physically contiguous, on a 
single revolution. 

The UCSD Pascal system makes no assumptions about the 
interleaving method used by the BIOS, except that it works. 
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4.9.3.1.2 Bootstrap Location 

While bootstrap sch««es vary, typical UCSD Pascal 
implementations make use o<» a hardware (usually ROM) bootstrap to 
load and execute a primary software bootstrap (uhich> in torn, 
loads and executes a secondary so-ftuare bootstrap. The secondary 
bootstrap then loads the Pascal interpreter and operating system, 
performs required initialisation and starts UCSD Pascal. To be 
accessible to the hardware bootstrap, the primary software 
bootstrap must reside at a location on the disk which is 
predetermined by the hardware vendor. Since these locations can 
vary widely, tt is necessary fo^r UCSD's physical disk format 
re<iuirements to be flexible In this regard. 

There are two primary renuirements which must be met: <1) The 
primary bootstrap area must not overlap disk data structures 
maintained by the Pascal system and <2) The primary bootstrap area 
must be accessible to the Pascal system to facilitate maintenence 
of the bootstrap code. 

The Pascal system reserves logical blocks and 1 for 
bootstrap code, thus allowing 1024 bytes in the interleaving 
format used on the rest of the disk. Thus the simplest solution 
is to map the Pascal logical blocks onto the disk so that the 
primary and secondary bootstraps are together in blocks and 1. 

If 1024 bytes is not enough, or if the interleaving format is 
unacceptable to the hardware bootstrap, then the primary bootstrap 
area must be outside of the "Pascal disk-. The Pascal logical 
blocks must be mapped onto the disk in such a way that the 
hardware-defined bootstrap area is |TT#^g^^?^^^? *« **>«» Pascal 
system as. a logical H9^K <!* will still be accessible in 
physical sector mode). 

The details of the bootstrap procedure are not discussed in 
this document. 

4.9.3.2 Output Requirements 

Nothing fancy here, simply transfer however many physical 
sectors are needed to accomodate the data. To make it simple, 
after a disk-write in which ( B YTESTOTRANSFER ) mod 512 is not e^ual 
to lero (ie. the last block is partially written to), the 
remaining contents of the last block are undefined. This makes it 
possible to write whatever garbage remains in a buffer if that xs 
convenient to fill up a whole sector. Figure 4.0 illustrates this 
situation. The Pascal level is responsible for keeping track (m 
logical block numbers and byte counts) of where the good data is. 



Page 31 



EXAMPLE: Write to disk. 

Number of bytes to transfer 
Starting logical block number 
Data area address 



B 1174 

a 72 

=» (irrelevant) 



{ Block 74 ! 
i 190 : (362 bytes) ! 
Ibytes: S 

5 ^ «„. data- >: <undef ined> I 



Block 72 
(912 bytes) 



! 



Block 73 
(912 bytes) 



\ 



start of data area 



end of data avsa ! 

I 

end of last block 
Figure 4.0 — State of Blocks on Disk After Being Written To 



4.9.3.3 Input Requirements 

On input from the disk, it is certainly not permissible to 
overwrite the end of the assigned data aTBa\ Therefore, BIOS is 
responsible for transferring exactly the number of bytes 
reauested. This can probably best be accomplished by buffering 
the last sector and then transferring that part of it which was 
requested. 

4.9.3.4 Initialization 

Initializing a disk unit should bring it to a state in which 
it is ready to read or write from/to any given track or sector. 
For some drives with simple controllers, the head should be 
stepped to track to facilitate the BIOS disk driver's 
remembering the current track. 
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4. S. 3. 5 Physical Sector Mode 

When the PHYSSECT bit of the CONTROL word is set. disk access 
should be perfor«ed in the manner described in section 2.3.1. The 
BIOS is responsible for returning a completion code of 18 if the 
byte count is not zero. 

4. 5. 4 Remote 

This unit is intended to be an RS-232 serial line for 
supporting various types of communication. 

4. 9. 4. 1 Output Requirements 

Output is made a single byte at a time. 

4.5.4.2 Input Requirements 

If interrupt-driven. input should be captured in a "type- 
ahead" buffer similar to that used for the console unit. The 
buffer should be 80 or more bytes long. 

4.5.4.3 Initialization 

On initialization, the remote BIOS is passed a pointer to a 
UIR. The structure of the UIR for the remote unit is shown in 
figure 3.4. If software selection of any of these serial 
interface settings is possible then it should be done. 

4.6 Special BIOS Calls 

These functions mrm provided by the BIOS to make 
configuration-specific functions accessible to the Interpreter. 
Although these functions are not related to Input/Output, they ar9 
put in the BIOS as the repository for configuration-specific code. 

4.6.1 Memory Sizing 

Since the Interpreter is designed to run in various sizes of 
memory, it must know th^e address of the last accessible word. A 
call to the memory sizing function of BIOS should return this 
address. Note that a "word" address should be returned, i.e. 
an 8080 system with 64k bytes of RAM the last byte address is 
/ppFF'. but the last word address is 'FFFE'. 



on 
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In manij BIOS implementations/ it will be possible to return a 
simple assembly-time constant. If. however, dynamic memory sizing 
must be performed* the sampling routine should restore the 
contents of memory sampled. 

4. 6. 2 System Halt 

The system halt routine in BIOS should perform whatever is 
necessary to terminate Pascal execution in an orderly fashion, 
e.g. eject disks. Note that the Pascal system itself will already 
have taken care of Pascal-ish details such as closing files. 

4. 6. 3 Start Clock 

If the system is etiuipped with a real-time clock it should be 
started, otherwise this call may be ignored. 



Page 34 



NOTE: APPENDIX A has been temporarily deleted 
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Appendix B 



Suflifliaru o* BIOS Calling Sequences 



Follouiing in Fig.ure B. is a summary of what has been 
described in section 4.3. Processor-specific protocols for 
certain machines art provided in Appendix C. fi^\\ c^U? ^9 ?|0g 
return a completion coda. 



Entry Point 

aiaiaBaaB asisassa 

CONSOLEREAD 

CONSQLEWRITE 

CONSOLEINIT 

PRINTERREAD 
PR INTER WRITE 
PRINTERINIT 



Parameters 

single data byte 
single data byte 
UIR pointer 

single data byte 
single data byte 
UIR pointer 



DISKREAD 



DISKURITE 
DISKINIT 



REMOTEREAD 

REMOTEWRITE 

REMOTEINIT 



block no. 

byte count 

data Area address 

drive no. 

CONTROL word 

(same) 

drive no. 

UIR pointer 

single data byte 
single data byte 
UIR pointer 
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MEMSIZE Address of last RAM word 
SYSHALT (none) 

CLOCKSTART (none) 
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Aopendiic C 

g«amplefi of Current Proc essor-Specific BIOS Calling Seqgencas 

C. 1 8Q8Q/Z-80 

gntru Points : All BIOS entry points are given as offsets 
from the beginning of the BIOS code space. These locations should 
contain a Jl** instruction to the appropriate address in BIOS. 

Parameters : When parameters av not being passed in a 
specified register* they avB pushed on the stack. Offsets from 
top-Qf-stack arm given, recognizing that the stack grows down. 

ffi^^mpletion Code : Return in register C. 

Calling Sequence : RSP will use the CAL.L instruction to call 
BIOS Thus the return address is at (SP),<SP>+1. All registers 
are available for use by BIOS. BIOS should clean off the stack 
before returning to RSP. 



Entry Poir^t 

CONSOLEREAD 

CONSOLEWRITE 

CONSOLE I NIT 



PRINTERREAD - 
PRINTERWRITE 
PRINTERINIT - 



Qffset(hex) 



00 
03 
06 



09 
00 
OF 



0ISKREAD 12 



DISKWRITE 

DISKINIT 



Parameters 

— return data byte in Reg C 

— write data byte in Reg C 

— UIR pointer at (SP)+2i (SP)+3 



19 
18 



return data byte in Reg C 
write data byte in Reg C 
UIR pointer at {SP)+2i <SP>+3 

block no. at <SP)+2. (SP)'»"3 

byte count at (SP)+4# <SP)+5 

data ^raa addr. at (SP)+&. <SP)+7 

drive no. at <SP)+8 

CONTROL byte at {SP)+9 

(same) 

drive no. in Reg C 

UIR pointer at <SP>+2* (SP)+3 



REMOTEREAD - 
REMOTEWRITE 
REMOTEINIT - 



IB 

IE 

21 



— return data byte in Reg C 

— write data byte in Reg C 

— UIR pointer at <SP)+2/ (SP)+3 
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C. 2 6SQQ Series 

Entru Points : All BIOS entry points are given as offsets 
from the beginning of the BIOS code space. These locations should 
contain a JMP instruction to the appropriate address in BIOS. 

Parameters : When parameters are not being passed in a 
specified register, they avB pushed on the stack. Offsets from 
the address pointed to by S (described as <S> ) are given, 
recognizing that the stack grows down and that S normally points 
to the first available address below valid data. 

Completion Code : Return in register X. 

Calling Sequence : RSP will use the JSR instruction to call 
BIOS. Thus the return address is at (S)+l, <S)+2. All registers 
are available for use. The stack should be cleaned off by BIOS 
before returning to RSP. 



Entru Point 

CONSOLEREAD — 
CONSOLEWRITE - 
CONSOLEINIT — 



PRINTERREAD 

PRINTERWRITE — 
PRINTERINIT 



DISKREAD 



DISKWRITE 
DISKINIT - 



Qffset(hex) 



00 
03 
06 



Parameters 

return data byte in Reg A 
write data byte in Reg A 
UIR pointer at (S>+3. CS>+4 



... 09 -,.. return data byte in Reg A 

.« QQ write data byte in Reg A 

... OP UIR pointer at <S>+3. (S)+4 






15 

IB 



block no. at (S)+3. (S)+4 

byte count at <S)+3. (S)+A 

data area addr. at (S)+7, <S)+S 

drive no. at (S>+9. (S>+A 

CONTROL word at <S>+B. (S)+C 

< same ) 

drive no. in Reg A 

UIR pointer at (S)+3. (S)+4 



REMOTEREAD IB 

REtOTTEWRITE IE ■ 

REMOTEINIT 21 



return data byte in Reg A. 

write data byte in Reg A. 

yiR pointer at (S)+3. (S)+4 
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C.3 §ssa. 

i ff^tru Points : All BIOS entry points are given a« offsets 
from the beginning of the BIOS code space. These locations should 
contain a JMP (extended) instruction to the appropriate address in 
BIOS. 

Parameters : When parameters are not being passed in a 
specified registeri they are pushed on the stack. Offsets from 
the address pointed to by SP (described as (SP) ) are given, 
recognizing that tha stack jrouis down and that SP normally points 
to the first available address below valid data. 

Completion Code : Return in register B. 

Calling Sequence : RSP will use the JSR instruction to call 
BIOS Thus the return address will be at (SP)+1. (SP)+2. All 
registers are available for use. The stack should be cleaned off 
by BIOS before returning to RSP. 



gntru Point 

CONSOLEREAD - 
CONSOLEWRITE 
CONSOLEINIT - 



DISKREAO 



Qffset(hex) 



PRINTERREAD - 
PRINTERWRITE 
PRINTERINIT - 



DISKWRITE — 
DISKINIT 



Parameters 



00 

03 

06 



09 
OC 
OF 



return data byte in Reg A 

write data byte in Reg A 

UIR pointer at (SP>+3, (SP>+4 



.- 12 — 



15 
18 



return data byte in Reg A 
write data byte in Reg A 
UIR pointer at (SP)+3, (SP)+4 

block no. at (SP)+3, (SP>+4 

byte count at (SP)+5, (SP)+6 

data area addr. at (SP)+7# (SP>+8 

drive no. at (SP)+9. (SP>+A 

CONTROL word at (SP)+B. (SP>+C 

(same) 

drive no. in Reg A 

UIR pointer at (SP)+3, (SP)-»-4 



REMOTEREAD IB 

REMOTEWRITE IE 

REMOTEINIT 21 



return data byte in Reg A 

write data byte in Reg A 

giR pointer at (SP)+3, (SP)+4 
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